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关于我们 Company developent
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关于我们 Company development
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产品介绍
Double Lines MBB Round PV Ribbon Drawing Annealing Tinning Machine With Automatic Spools Changer 

Product presentation

1. Automatic spools changer 2. Automatic tin bars feeding device 
3. Automatic tin liquid level cleaning tools

Item Parameters

Equipment components drawing+annealing+tinning+take up

Speed 350m/min

Inlet φ0.8~1.2mm

Outlet φ0.12~0.30mm

Drawing dies 24 dies/4.5kw

Annealing Induction way

Tinning Air blower mould,air meter adjust

Take up Automatic reels changer

Layout 11m*2m*3.5m

Installation power ≤36KW



产品介绍 Product presentation
PV Ribbon MBB round wire production line



产品介绍

PV Busbar Production line

Product presentation

Item Parameters

Equipment 

components

drawing+rolling+flat drawing+annealing+tinning+take
up

Spped 150m/min

Inlet φ1.5~3.5mm oxygen free copper

Flat wire T 0.15~0.6mm*W 2.5~8mm

Drawing 7 dies

Annealing Short circuit full wave DC annealing

Tinning Air blower mould,air meter adjust

Take up Dual spools, ,manual change over 50Kg/Max

Layout 20m*2m*4.5m

Installation 

power
≤120KW



PV Cable Extruder Line   80+90PLC

Main specification and performance 
1.Application of the core conductor diameter: Φ1.0mm-Φ15mm 
2. Complete external diameter: Φ3.0mm-Φ25.0mm 
3. Extrusion volume: Φ 80 (around 220KG/H); Φ 90 (around 280KG/H)  
4. Extrude line speed: Max200M/Min (Depending on completion of the external diameter sure) 
5. Machine center height:1000mm 
6.Mini insulation thickness:0.2mm   
7. The installation length of the entire production line is about 38-40 meters (depending on the customer's site) 

Cable Coiling   Wrapping And Labeling Line



Tinning ELECTROPLATING Line 

 

 

   
 

 
 

 
 

 

 

 
 

  
 

 
     
    

    
    
     

     

   
        
        

     
      

     
     

     
     

  
 

 
     
    

    
    
     

     

   
        
        

     
      

     
     

     
     
 
   

 
 

 

 

 
 

 

  
 

 
      
  

    

     

    

     

     

       

          

   

Wire Dia:Cu 1.2-2.6mm
Wire nos:1
Production speed:15m/s
Coating material: Pure tin (99.9%)
Coating thickness: 1-20um

Adaptation line reel: φ630-φ800 

Electroplating current rod groove diameter: 

400mm. 25 grooves

Defatting current rod groove diameter: 

400mm. 25 grooves  

Maximum ambient temperature: 40-50 ° C. 

Wiring method: The wire is driven from left 

to right in a U-shape through the production 

line. 

       

Total installed power: 170kW

One traction is used for degreasing, and two 
traction are used for electroplating, both 
directly driven by three-phase motors.  
The two motors are synchronized through a 

tension box.



Fine Wire Drawing Machine With Automatic Spools Changer
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